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Abstract 6 
The electrokinetic (EK) method is an emerging technique for soil remediation, even though a 7 
monitoring system of the contaminant removal through geophysical methods has not been 8 
developed yet. In this paper, frequency-domain time-lapse measurements are used on heavy-9 
metal contaminated sediments for monitoring an EK remediation process in a small-scale 10 
measuring cell. Our goal is to monitor the development of the electrokinetic process within the 11 
sediment and to evaluate the total time needed for the treatment. In fact, frequency-domain 12 
electrical monitoring provides complex resistivity spectra at different time steps that can be 13 
correlated to any changes in the physical properties of the sediments. We perform laboratory 14 
spectral induced polarization (SIP) measurements on different samples before, during and after 15 
the EK treatment, using different electrolyte solutions (acids and tap water), commonly 16 
employed in EK remediation. Direct-current measurements (resistivity and chargeability) were 17 
also acquired on one sample for testing the reliability of the system by a comparison with a 18 
widespread commercial instrumentation for field measurements. 19 
Results indicate that resistivity is a diagnostic parameter as long as it is linked to changes in 20 
water saturation, pH and ionic concentration and not to the percentage of metal extraction. The 21 
resistivity exhibited well-defined signatures as a function of time that changes depending on 22 
the conditioning agent and the grain size distribution. These peculiarities were used to 23 
understand the physical processes occurring within the cell and consequently to assess the 24 
effectiveness of the electrokinetic treatment. 25 
Conversely, the polarization effect was negligible using acids as conditioning agents at the 26 
electrolyte chamber. Therefore, the SIP method is not effective under these conditions, being 27 
the polarization effect significant only when tap water was used at both ends of the measuring 28 
cell. In this case, we were able to correlate  changes in water saturation with the time-shift 29 
observed on relaxation time distributions (RTDs) after inversion of SIP data and to observe, 30 
using normalized chargeability, that polarization is stronger at high pH values.  31 
On these basis, resistivity is suitable to monitor the development of the remediation, to optimise 32 
the energy levels required for treatment and to assess the end time of the EK process (time when 33 
metal mobilization ends). In fact, the end time of treatment can be associated with the time at 34 
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which resistivity becomes stable. This time is highly dependent on the particular working 35 
conditions and sediment grain size as demonstrated by our experiments. 36 
keywords: SIP; soil monitoring; electrical resistivity; Debye decomposition; electrokinetic 37 
treatment 38 
 39 
1. Introduction 40 
The contamination of large areas by heavy metals and organic compounds has a huge impact 41 
on the environment: over the past last decades, substantial research has been focused on finding 42 
new solutions to remove contaminants from soil and groundwater. The electrokinetic (EK) 43 
method is one of the emerging technique for soil remediation, even though its application is not 44 
widespread (Virkutyte et al., 2002). In the EK remediation process, the pollutant removal is 45 
achieved by applying an electric field through an electrode pair (anode and cathode), thereby 46 
favouring the transport of pollutants toward the electrodes, through electromigration, 47 
electroosmosis and electrophoresis (e.g. Acar and Alshawabkeh, 1993). The EK method is 48 
minimally invasive (it only needs to ground two electrodes within common wells) and flexible, 49 
as it can be used both on site and/or in the laboratory for treating sediments with organic and 50 
inorganic contamination also in combination with other remediation methods (Kim et al., 2005). 51 
In particular, growing attention has been paid to EK remediation for the removal of heavy 52 
metals as few of in situ soil remediation techniques can deal with this target (Virkutyte et al., 53 
2002; Hashim et al., 2011). In spite of that, there are numerous drawbacks and open problems 54 
still not fully addressed, which limit its applicability in the field, such as: i) the strong 55 
dependence on acidic conditions; ii) the cost-effectiveness in terms of total time needed for the 56 
remediation; iii) the requirement of a conducting pore fluid to mobilise contaminants; iv) the 57 
ambiguous response of the method for different grain size distributions (Sogorka et al., 1998). 58 
Since the pollutants have to be converted into mobile ionic forms, the soil needs to be saturated 59 
by a suitable electrolyte solution, which facilitates the mobilization of pollutants (Vocciante et 60 
al., 2016). The global effectiveness of the EK remediation process is almost only evaluated by 61 
a simple comparison between the pollutant concentration before and after the treatment at the 62 
electrode wells or by discrete sampling during the treatment at few points (Suthersan and Payne, 63 
2004). In this sense, monitoring the whole remediation process both in space and time by 64 
piecewise parameters might improve our understanding of the geochemical process occurring 65 
within the subsurface due to the treatment. 66 
Geoelectrical methods can be a proper choice for such purpose, because the electrical resistivity 67 
is a proxy for evaluating any changes in the degree of saturation and electrolyte solution. 68 
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However, the removal rate of specific heavy metal species cannot been assessed through bulk 69 
resistivity, mainly because of the low ratio between the pollutant and the host sediment volume. 70 
Geoelectrical monitoring is generally performed using direct current (DC) or alternate current 71 
(AC) sources in the time- or frequency-domain. The integration of time-domain resistivity and 72 
induced polarization (TDIP) has been surely the most applied method for environmental 73 
applications (e.g. De Donno and Cardarelli, 2017a; Gazoty et al. 2012) during recent years. 74 
Multichannel acquisition of resistivity and IP data is now a robust and standardized technique 75 
for the characterization of contaminated sites (e.g. Dahlin et al., 2002) and monitoring 76 
remediation processes (e.g. Chambers et al., 2010). Some examples of application of time-77 
domain electrical measurements have been reported in literature also for monitoring an EK 78 
remediation process (e.g. West et al., 1999). Once a multi-electrode dataset has been acquired, 79 
the resistive and capacitive behaviour of the subsoil is usually reconstructed by means of a 80 
tomographic image of the subsoil, where resistivity and integral chargeability are often used as 81 
model parameters. However, an efficient IP inversion should also consider the actual transmitter 82 
waveform, as well as the receiver transfer function  to extract the spectral information contained 83 
within the IP decay curve (Fiandaca et al., 2012).  84 
Spectral Induced Polarization (SIP) can be also investigated by AC measurements of amplitude 85 
and phase shift of the complex resistivity over a low-frequency range (generally 10−3 - 103 Hz), 86 
in order to retrieve the physical properties of the sediments (Kemna et al., 2012) or to 87 
reconstruct a tomographic image of the contaminated subsoil (e.g. De Donno and Cardarelli, 88 
2017b; Flores-Orozco et al., 2011). The SIP method has been applied to the detection of 89 
inorganic and organic contaminants (Börner et al., 1993; Schmutz et al., 2010; Vanhala, 1997), 90 
prediction of hydrogeological properties (Binley et al., 2005; Koch et al., 2010; Weller et al., 91 
2015), monitoring the effect of microbial processes (Ntarlagiannis et al., 2005; Personna et al., 92 
2008; Williams et al., 2005), bioremediation of aquifers (Flores-Orozco et al., 2011) and 93 
hydrocarbon contaminated sites (Mewafy et al., 2013). SIP applications at the field scale are 94 
still time-consuming and more sensible to the induction phenomena compared to standard time-95 
domain acquisitions (Maurya et al., 2018) and EK remediation has been rarely applied at the 96 
field scale (e.g. Kim et al., 2011). Therefore, research in this field so far has mainly focused on 97 
laboratory studies in an effort to analyze potential and limits of the geoelectrical measurements 98 
for monitoring an EK remediation process. Masi and Losito (2015) presented a laboratory 99 
application of the SIP method before and after an electrokinetic remediation of metal-100 
contaminated marine sediments. The authors found a good correlation between the 101 
chargeability and the pH, due to the EDL polarization. This is caused by the alteration of the 102 
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zeta potential due to pH changes induced by the transport of H+ ions during the remediation 103 
experiments. However, since the measurements were acquired outside the EK apparatus by 104 
extracting small samples from the sediments, it was not possible to monitor continuously the 105 
treatment with SIP measurements. Such information is pivotal to monitor the development of 106 
the electrokinetic process within the sample and to evaluate the total time needed for the 107 
treatment. 108 
For these reasons in this work, a measurement system is developed for time-lapse frequency-109 
domain electrical monitoring of an electrokinetic remediation of metal-contaminated marine 110 
sediments. We perform electrical measurements before, during and after treatment over 111 
different samples, treated using different electrolyte solutions. 112 
 113 
2. Materials and methods 114 
2.1 Time-lapse spectral induced polarization 115 
The resistive and capacitive response of a medium to an external current stimulation is defined 116 
by the Ohm's law: 117 
𝐉 =
𝐄
𝜌∗(𝜔)
=
𝐄
𝜌′(𝜔)+𝑖𝜌′′(𝜔)
 , (1) 118 
where 𝑖 = √−1, J and E are current density and electric field vectors and 𝜌∗ is the complex 119 
electrical resistivity, that generally depends on the angular frequency 𝜔 = 2𝜋𝑓, being f the 120 
frequency. The real part of the complex resistivity (𝜌′) is related to the electrolytic conduction 121 
in the bulk pore solution, while the imaginary part (𝜌′′) is associated to the electrochemical 122 
polarization mechanisms. For environmental applications operating over the above mentioned 123 
low-frequency range (< 103 Hz), the polarization is mainly due to  the ionic charge separation 124 
associated with the electrical double layer (EDL) that exists at the mineral-fluid interface 125 
(Binley et al., 2005). 126 
The complex electrical resistivity is generally obtained from the injected current I* and the 127 
electric potential V*, which are both complex quantities, by: 128 
𝜌∗(𝜔𝑗) = 𝐾
𝑉∗(𝜔𝑗)
𝐼∗(𝜔𝑗)
= 𝐾𝑍∗(𝜔𝑗) = 𝐾|𝑍
∗(𝜔𝑗)|𝑒
−𝑖𝜑(𝜔𝑗) , (2) 129 
where K is the so-called geometric factor depending on the particular array and electrode 130 
arrangement, Z* is the complex electrical impedance that can be expressed in terms of amplitude 131 
|𝑍| and phase shift 𝜑, and 𝑗 = 1, … , 𝑁𝑓 with 𝑁𝑓 the number of given frequencies. When 132 
polarization occurs, the phase shift is negative. Therefore, using a sample having length L and 133 
cross-sectional area A, we can measure both amplitude |𝜌| and phase shift 𝜑 of the complex 134 
resistivity over a certain frequency range, as: 135 
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|𝜌∗(𝜔𝑗)| =
𝐴
𝐿
|𝑍(𝜔𝑗)| [m],  (3a) 136 
𝜑(𝜔𝑗) = 10
3arctan [
𝑍′′(𝜔𝑗)
𝑍′(𝜔𝑗)
] [mrad]. (3b) 137 
The frequency dependence of the complex resistivity is generally described by 138 
phenomenological models as the Debye (Debye, 1929) and Cole-Cole (Cole and Cole, 1941; 139 
Pelton et al., 1978) models. However, recent studies have demonstrated that it is useful to split 140 
the polarization effect into several separate relaxation processes, since they are generally caused 141 
by different charging and discharging phenomena (e.g. Nordsiek and Weller, 2008). This 142 
approach, referred to as Debye decomposition (Morgan and Lesmes, 1994), is based on the 143 
superposition of the responses of a large number of Debye relaxation terms, in order to 144 
determine a relaxation time distribution (RTD) (Weigand and Kemna, 2016): 145 
𝜌∗(𝜔) = 𝜌0 (1 − ∑ 𝑚𝑘 [1 −
1
1+𝑖𝜔𝜏𝑘
]𝑁𝜏𝑘=1 ),  (4) 146 
where ρ0 is the direct-current (DC) resistivity, Nτ is the number of relaxation times, mk is the 147 
chargeability corresponding to the relaxation times τk. 148 
In this work, we employed the inverse approach after Weigand and Kemna (2016), where the 149 
integral parameters can be eventually calculated for each time-step. Among them, we chose 150 
four parameters as being diagnostic for the electrokinetic remediation process: 151 
• the DC resistivity 𝜌0; 152 
• the total chargeability 𝑚𝑇𝑂𝑇 = ∑ 𝑚𝑘
𝑁𝜏
𝑘=1 , that is sensitive to the ratio of surface 153 
conductivity to bulk conductivity effects (e.g. Lesmes and Frye, 2001); 154 
• the normalized chargeability 𝑚𝑇𝑂𝑇
𝑁 =
𝑚𝑇𝑂𝑇
𝜌0⁄ , that carries information about the 155 
surface chemical processes, especially in samples with high pore fluid conductivity 156 
(Lesmes and Frye, 2001; Slater and Lesmes, 2002); 157 
• the median relaxation time 𝜏50, that is the time at which the 50% of chargeability is 158 
reached, which is linked to the textural composition of the sediment (Weigand and 159 
Kemna, 2016). 160 
 161 
2.2 Experimental set-up 162 
The experimental holder used for the EK remediation experiments is a Plexiglas prismatic cell 163 
500 mm long, 100 mm wide and 80 mm high. The cell is divided into three main compartments, 164 
the middle one designed for hosting the sediment, while electrolyte solutions fill up the anode 165 
and cathode compartments (Fig. 1). 166 
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The electrolyte level inside the chambers was kept constant by replacing the solutions every 7 167 
days. The electrodes, placed at the end of each electrolyte compartment, are mixed metal oxide 168 
(MMO) titanium-coated meshes (100 × 80 × 2 mm), both at the anode and at the cathode. The 169 
sediment and the electrolyte solutions are separated by a nylon grid (mesh size 2 mm) and filter 170 
paper. The size of sediment compartment is 300 × 100 × 280 mm, for a total volume of 2.4 dm3. 171 
The device was provided with four drainage pipes, aiming to sample the electrolyte solution 172 
during the EK process. Unfortunately, the total volume of collected solution was too low to 173 
allow chemical analysis during the treatment. The electrodes are connected to a power supply 174 
capable of operating under a DC constant current density of 20 A/m2. A simple sketch of the 175 
laboratory experiment is given in Fig. 2. 176 
 177 
2.3 Samples preparation 178 
The marine sediments used in the experiments were dredged from three different harbours 179 
(named as A, B and C) in Southern (A1, A2 and A3) and Central Italy (B1, C1 and C2). After 180 
dredging, the material was stored under controlled conditions (temperature and humidity) to 181 
ensure the stability of physicochemical properties. For chemical and physical characterization, 182 
it was air-dried at a temperature ~20°C and sieved to remove the fraction above 2 mm. The 183 
particle-size distribution up to 12 mm, is shown in Fig. 3, where differences among samples 184 
from the "A" site are negligible. All samples are characterized by a strong percentage of silt and 185 
sand with a lower clay percentage (around 10%), except for the A and C2 samples (around 186 
20%). They can be classified as a poorly sorted sandy silt with clay. The elemental composition 187 
of the different samples before treatment, reported in Tab. 1, was evaluated using the procedure 188 
after Iannelli et al. (2015) 189 
 190 
Element A1, A2, A3 
(average values) 
B1 C1 C2 
Ca (g/kg dry wt.) 57.4±3.7 71.9±7.4 17.5±1.0 23,1±0.8 
Mg (g/kg dry wt.) 19.9±1.3 9.0±0.7 4.4±0.2 7,5±0.3 
Fe(g/kg dry wt.) 45.7±3.4 16.0±2.4 10.6±1.4 18,0±1.3 
Cd (mg/kg dry wt.) 0.7±0.1 0.74±0.18 0.3±0.2 0,30±0.04 
Cr (mg/kg dry wt.) 103.1±3.5 82.2±28.5 46.9±5.4 62,6±5.7 
Cu (mg/kg dry wt.) 99.8±2.9 17.5±4.3 15.0±6.0 9,6±7.4 
Ni (mg/kg dry wt.) 18.4±9.9 31.9±6.7 76.5±11.0 99,5±13.6 
Pb (mg/kg dry wt.) 129.6±12.0 32.1±5.4 0.400±0.002 0,400±0.003 
Zn (mg/kg dry wt.) 317.9±9.8 91.6±12.2 37.0±7.2 76,1±3.7 
Table 1. Elemental composition of analysed samples before treatment. 191 
 192 
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The EK experiments were carried out with different conditions for the six samples analyzed, as 193 
reported in Tab. 2. Our aim was: 194 
• to compare the influence of different electrolyte solutions at the cathode on the same 195 
sediment (A1, A2 and A3 experiments); 196 
• to assess the role of different particle size distributions using the same electrolyte 197 
solutions on different samples (A2 and B1); 198 
• to evaluate the effect of acids, employed both at anode and cathode, on different samples 199 
(C1 and C2). 200 
Experiment 
Duration 
[days] 
Anolyte Catholyte 
A1 35 Tap water Tap water 
A2 90 Tap water 0.2 M Nitric acid 
A3 90 Tap water 0.2 M Hydrochloric acid 
B1 90 Tap water 0.2 M Nitric acid 
C1 90 0.2 M Nitric acid 0.2 M Nitric acid 
C2 90 0.2 M Nitric acid 0.2 M Nitric acid 
Table 2. Experimental conditions for the six experiments. 201 
 202 
Nitric and hydrochloric acid solutions (resistivity  0.1 m) were employed to control the pH 203 
of the electrolytes and to achieve the acidification of the sediment for contaminant 204 
solubilisation. In fact, using water alone may be not effective for heavy metal removal, because 205 
the precipitation of species occurring near the cathode (e.g. Pb(OH)2), due to hydroxide ions 206 
generated by electrolysis reaction, cannot be avoided (Reddy and Cameselle, 2009). 207 
At the end of each test, each sample section was tested for water content, pH and metal 208 
concentration, following the procedures after Iannelli et al. (2015). The metal mobilization of 209 
the main contaminants was then calculated as the percentage ratio between the overall mass of 210 
metal mobilized from the sample and the corresponding initial mass in the sediment (Iannelli 211 
et al., 2015). The amount of metal mobilized is the sum of the amount of metal detected in the 212 
two electrolytes chambers. The results are listed in Tab. 3, for the six experiments performed. 213 
The higher is the metal mobilisation ratio, the more effective is the EK process. 214 
Experiment Fe Cd  Cr Cu Ni Pb Zn 
A1 0.3 0.03 1.10 0.70 1.60 0.10 0.20 
A2 4.9 10.1 15.0 27.4 44.3 10.4 23.0 
A3 23.3 34.6 11.6 11.6 19.4 13.7 22.7 
B1 17.2 28.6 10.6 35.6 66.6 17.0 17.6 
C1 31.7 24.7 9.7 60.6 89.7 46.1 46.4 
C2 18.6 9.3 6.0 33.5 38.2 36.2 27.1 
Table 3. Percentage heavy metal mobilisation (percentage ratio between mobilized metals and 215 
their initial mass) at the end of the six experiments. 216 
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 217 
The results shown in Tab. 3 demonstrate that using water is not effective for metal mobilization, 218 
whereas nitric acid performs better for Cu, Ni and Pb than hydrochloric acid, which conversely 219 
allows larger Cd and Fe mobilization.  220 
 221 
2.4 Electrical measurements 222 
The six samples were all tested using time-lapse AC electrical measurements, by stopping the 223 
EK treatment for about 10 minutes, which is the average time needed for the geophysical 224 
measurements. 225 
The AC experimental instrument used in this work is the SipLabII by Radic Research©, capable 226 
of measuring the frequency dependence of complex resistivity (amplitude and phase) of rocks 227 
and sediments over the 1 mHz - 12 kHz range. Measurements were acquired using the same 228 
electrodes employed for the EK experiments as current electrodes (MMO titanium-coated 229 
mesh) and gold electrodes as four receiver pairs spaced 6 cm apart (Figs. 1 and 2). Polarization 230 
effect were mitigated by inserting electrodes only 0.5 mm within the sample (Fig. 2), that is the 231 
minimum electrode depth required to ensure a sufficiently low (< 1 k) contact resistance. 232 
Although non-polarizable (e.g. Ag/AgCl) can theoretically cancel out the latter effect, they are 233 
easily contaminated and difficult to clean (Vanhala and Soininen, 1995), especially when 234 
measuring contaminated fine-grained samples at low pH levels, as in this study. 235 
Consequently, we have four measurements for each time step, each related to different sample 236 
sections (S1, S2, S3 and S4 in Fig. 1). Considering the geometry of the sample holder and the 237 
estimated resistivity of the investigated media, we set the amplitude of the input voltage at 3 V, 238 
with a resulting current ranging from 3 to 5 mA, depending on the investigated sample. For SIP 239 
measurements, we chose a frequency range between 188 mHz and 100 Hz, lower enough to 240 
avoid the effect of the EM coupling occurring at higher frequencies (> 100 Hz). In this range, 241 
the measured impedance (amplitude and phase) has proven to be stable and repeatable. 242 
Amplitude and phase of the complex resistivity of a single sample section can be found for each 243 
angular frequency 𝜔𝑗 using eq. (3), 244 
with 𝐴 = ℎ ∙ 𝑙, being h and l sample height and length and L is the distance between the two 245 
potential electrodes (fixed = 60 mm). 246 
Measurements were acquired before, during (every 7 days) and after the treatment (90 days). 247 
Only for the A2 experiment, we also used time-domain AC measurements acquired with the 248 
IRIS Instruments SyscalPro48 resistivimeter using the same electrodes and configurations 249 
described above for the AC measurements, with the aim to compare the AC laboratory 250 
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instrument with a DC instrument directly usable for electrokinetic remediation monitoring at 251 
the field scale. We set the amplitude of the input voltage at 12 V (minimum available value - 252 
resulting current ranging from 10 to 50 mA), with a current injection time of 2 s (8 stacks), a 253 
time-delay of 40 ms and a semi-logarithmic sampling of the IP decay curve using 20 gates, 254 
having a length of 40 ms for gates no.1-7, 80 ms for gates no.8-14 and 160 ms for gates no.15-255 
20. In this range, the measurements has proven to be stable and repeatable. DC resistivity 𝜌 and 256 
integral chargeability 𝑚 of a single sample section are found as: 257 
𝜌 =
Δ𝑉
𝐼
𝐴
𝐿
 [m], (5a) 258 
𝑚 =
103 ∫ 𝑉𝑅 𝑑𝑡
𝑡𝑓
𝑡𝑖
Δ𝑉∆𝑡
 [mV/V], (5b) 259 
where V is the measured voltage during application of the DC current I and VR the residual 260 
voltage after termination of the applied current integrated over a time window t defined 261 
between times ti and tf. 262 
 263 
2.5 System calibration 264 
The experimental system was calibrated by analysing: i) the reliability of the whole system 265 
(device, holder, electrodes) by time- and frequency-domain measurements on a tap water 266 
sample having known resistivity; ii) the effect of the drainage pipes on the electrical 267 
measurements; iii) the effect of diffusion on time-lapse electrical data, in the absence of electric 268 
field applied for remediation. 269 
The reliability of the system was tested using tap water having a known resistivity at 20°C 270 
(around 21.2 m). The resulting amplitude and phase spectra are shown in Fig. 4. Amplitude 271 
varies between 21.2 and 21.8 m, a range slightly higher than expected, with a maximum 272 
deviation of 0.3 m (2% of the mean value). The increase of phase values at frequencies above 273 
100 Hz, in mainly due to the electromagnetic (EM) coupling, while for lower frequency the 274 
maximum deviation from the expected value (as the polarization of water is theoretically null 275 
in the low-frequency range) is 0.5 mrad, due to a residual polarization of the potential 276 
electrodes.  277 
The effect of the drainage pipes on the resistivity value were assessed by both AC frequency-278 
domain and DC time-domain measurements performed with and without the pipes. The results, 279 
reported in Tab. 4, clearly show that without the pipes the mean amplitude at 1.46 Hz and the 280 
mean DC resistivity values are similar to the expected resistivity of tap water and that the 281 
maximum error committed by adding the pipes is around 2%. Phase and chargeability values 282 
are not significantly affected by the presence of the pipes. The SIP results achieved in the 283 
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frequency range between 188 mHz and 100 Hz are comparable to those at 1.46 Hz and are not 284 
shown for the sake of simplicity. 285 
Section 
With pipes Without pipes 
Amplitude  
[m] 
Phase  
[mrad] 
DC 
Resistivity 
[m] 
Chargeability 
[mV/V] Amplitude  
[m] 
Phase  
[mrad] 
DC 
Resistivity 
[m] 
Chargeability 
[mV/V] 
S1 21.78 0.72 21.46 -0.52 21.40 0.85 21.43 -0.42 
S2 21.52 0.06 20.60 0.13 21.16 0.00 20.40 0.10 
S3 21.44 -0.52 21.13 0.05 21.19 -0.47 20.79 0.01 
S4 21.16 0.37 20.80 0.30 20.86 0.33 20.31 0.25 
Table 4. Resistivity and phase values recovered with and without pipes using the AC system at 286 
the frequency of 1.46 Hz (amplitude and phase) and a DC system (resistivity and chargeability). 287 
 288 
Finally, it is reasonable to suppose that the resistivity of the sample changes with time even 289 
without an external field applied when working with acid solutions or tap water at the anode 290 
and cathode, mainly due to the diffusion of these solutions. Consequently, the composition of 291 
the electrolyte solution of the marine sediment may change with detectable variations in 292 
resistivity. Therefore, we tested the "A" sediment without an applied field, only replacing the 293 
solutions every 7 days, such as we did for the other EK experiments. The outcomes, shown in 294 
Fig. 5 for AC measurements only, demonstrate that the resistivity is increased near the anode 295 
(S1 and S2 sections), due to the diffusion of tap water (more resistive), while the nitric acid 296 
(more conductive) is responsible for the amplitude decrease seen near the cathode (S3 and S4 297 
sections). This effect must be taken into account when analysing the results of an electrokinetic 298 
experiment. Conversely, there are no significant effects on the phase values. 299 
 300 
3. Results 301 
In Fig. 6 the variation of pH (Fig. 6a) and water saturation (Fig. 6b) are displayed as a function 302 
of the distance from the anodic end, before (0 subscript) and after treatment for the six EK 303 
experiments. We can identify three main trends referred to the three different conditioning 304 
agents at the cell ends: i) high pH values (11.5) at the cathode and low (around 7) at the anode 305 
when water is used (A1 sample); ii) slightly low pH (5-6) at both ends with acids only at the 306 
cathode (A2, A3 and B1 samples) and iii) low pH (3-5) at both ends with acids at both 307 
electrolyte compartments (C1 and C2) samples). The high variability for natural water 308 
saturation before treatment (from 15 to 35% as a function of the different geographical 309 
locations) is reduced at the end of the experiments, when a quite homogenous value is found 310 
for all samples (around 25-30%), as a results of the strong influence of the external solutions. 311 
As mentioned before, we compared, only at the beginning of the tests (A2 experiment), the SIP 312 
results with independent DC measurements. An example is shown in Fig. 7, where the AC 313 
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results (Figs. 7b,d) for the A2 experiment are compared with the respective DC ones (Figs. 314 
7a,c,). 315 
Amplitude (Fig. 7a) and DC resistivity (Fig. 7b) exhibit similar behaviours with negligible 316 
differences (maximum deviations < 1%). The amplitude/DC resistivity curves can be referred 317 
to three main stages: a resistivity increase during the first few days (0-14 days) followed by a 318 
sharp decrease of the resistivity (14-42 days) and a slow reduction (42-90 days) until the end of 319 
the experiment, when resistivity reaches almost a constant value. The initial increase in 320 
resistivity near the anode is likely due to the depletion of Na+ ions from the marine sediment 321 
that triggered the migration of H+ ions (Kamran et al., 2012a; Iannelli et al., 2015). In this phase, 322 
the resistivity increase is speeded up (steeper slope of the amplitude-time curve) compared to 323 
the diffusion experiment (Fig. 5). This is expected, because electromigration is dominant under 324 
applied potential gradients (Kamran et al., 2012b). The acid front propagates towards the 325 
cathode but it is limited by the buffering capacity of the sediment and consequently a minor 326 
increase of resistivity is seen at the S2-S4 sections. Then (after 14 days), the resistivity drops 327 
abruptly in all the sample sections. This resistivity decrease firstly occurs at the S4 section 328 
(cathode) and then progressively develops towards the anode. The strong decrease of electrical 329 
resistivity is likely due to the nitrates from the catholyte. These can be easily transported toward 330 
the anode by electromigration, as their adsorption on the soil surface is negligible (Ryu et. al., 331 
2009). In fact, the catholyte purging solution (HNO3) supplied a huge amount of ions to the 332 
sample, which decrease electrical resistivity, as previously investigated by Ryu et al. (2009) on 333 
a pulsed electrokinetic experiment for decontamination of agricultural land. 334 
Finally in the third phase (after 42 days), the anode resistivity is lower compared to the other 335 
three sections, as the above mentioned process may increase the ion concentration at the anode. 336 
The electrical resistivity reaches almost a constant value on the four sections and it is 337 
everywhere much lower than the initial value (0.9 m), particularly at the anode. These results 338 
are consistent with those observed by Ryu et. al. (2009) using the same catholyte solution.  339 
Conversely, both the integral chargeability (Fig. 7c) and phase (Fig. 7d) do not vary 340 
significantly with time and along the different sections (± 2 mV/V and ± 2 mrad, respectively). 341 
Therefore, the polarization effect due to the electrokinetic treatment is negligible or very hardly 342 
detectable under the operating conditions used in this work with acids at the electrolyte 343 
chambers. .  344 
We present the results for the six experiments in terms of time-lapse (0-90 days) plots of 345 
amplitude (Fig. 8) and phase (Fig. 9) within the selected frequency range (188 mHz - 100 Hz). 346 
The experiment on the A1 sample (Figs. 8a and 9a) terminates after 35 days because the sharp 347 
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increase of resistivity observed near the anode prevented the current flow within the sample. 348 
The amplitude-time curves for the other five experiments (Figs. 8b-f) are similar in terms of 349 
shape and maximum resistivity range, even though there are some differences due to the 350 
different electrolyte solutions and textural composition of the different samples. 351 
In detail, the A3 experiment (Fig. 8c, same sample of A2 operating with different catholyte 352 
solutions) exhibits a similar behaviour when compared to the A2 experiment. The most evident 353 
differences are the steeper slope of the resistivity drop observed for A2 after 14 days at the S1 354 
section, compared to the A3 curve and the different trend of the four curves after 42 days. 355 
Differently from the early analysed A2 experiment (Fig. 8b), the resistivity of the anodic 356 
sections (S1, S2) for the A3 experiment (Fig. 8c) is higher than the respective cathodic ones 357 
(S3, S4) at the end of the experiment. This can be explained because the application of HCl 358 
introduces large amounts of Cl- ions into the solution, causing the production of Cl2 (chlorine 359 
gas) by electrolysis at the anode and consequently reducing the total amount of ions with respect 360 
to the A2 experiment. 361 
Changing the type of sediment does not have a significant effect on the resistivity curves. This 362 
is confirmed by the B1 experiment (Fig. 8d), performed with the same electrolyte solutions of 363 
A2. The main visible change is the maximum peak of resistivity reached in the S1 section at 364 
the beginning of the experiment: the S1 and S2 sections have comparable resistivity values, 365 
which is the evidence of a higher speed of the Na+ front. On the other hand, the amplitude drop 366 
is not completely run out at the end of experiment, differently from Fig. 8b. Both effects can be 367 
explained by the physical properties (porosity, tortuosity, etc.) of the B1 sample that slightly 368 
differs from the A2 one, mostly regarding the less clay content, which can modify the sorption 369 
mechanisms, including adsorption and/or ion exchange on clay surfaces (Virkutyte et al. 2002). 370 
When the nitric acid is applied at both ends (Figs. 8e,f), the resistivity peak in the first phase of 371 
the experiments (0-14 days) cannot be observed, differently from Figs. 8b,d. With HNO3 at the 372 
anode, the pH lowers to 3-4, increasing the electrical conductivity of the anodic sections (S1, 373 
S2), with respect to the cathode. At the beginning of the experiment, the "C" sediments exhibit 374 
very low resistivity values (0.3-0.4 m), as a results of a high salinity: therefore, it is reasonable 375 
that the depletion of Na+ and Cl- ions can increase the resistivity near the cathode by lowering 376 
the ionic concentration and that the development of counter ions (NO3
-) is not sufficient to 377 
restore the initial concentration. As seen before, the role of grain size distribution seems to 378 
affect the speed of the process. In fact, the resistivity of the C2 sample (fine-graded) varies 379 
slowly during the EK treatment, as a result of a probable lower ionic mobility. Nevertheless, at 380 
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the end of the treatment the lowest values are recorded near the anode, as for A2 and B1 381 
experiments. 382 
Without using any pH conditioning at the electrodes (A1), the amplitude curves display a 383 
completely different behaviour (Fig. 8a). This is not unexpected, because in this case OH- ions 384 
are free to develop at the cathode and to migrate toward the anode (alkaline front). Although 385 
the mobility of H+ is higher when compared to OH-, the alkaline front migrated faster than the 386 
acid front because of the greater buffering capacity of the sediment towards acids rather than 387 
bases (Iannelli et al., 2015). Resistivity strongly increases in time at the S1 section (Fig. 8a) 388 
while in the other sections we observe only a slight increase and then a small decrease until the 389 
end of the experiment.  390 
The respective phase time-lapse curves are represented in Fig. 9, where one can observe that no 391 
polarization occurs in all samples where acids have been used as conditioning agents (Figs. 9b-392 
f). In these cases, the phase values vary around zeros in a thin range (±2 mrad), without showing 393 
any coherent trend in time. The only polarization effect is visible for the A1 experiment (Fig. 394 
9a), where the phase reaches values up to 8 mrad (S1) at the end of the experiment. Since the 395 
main polarization mechanism can be attributed to the EDL (Stern layer) polarization (Masi and 396 
Losito, 2015), the polarization should be stronger where pH is high (Lorenz, 1969; Mei et al., 397 
2016). Therefore, the low pH conditions implemented on the other experiments prevents the 398 
observation of a clear capacitive effect. However, focusing on the A1 experiment, the 399 
polarization at the S1 section (pH ≅ 7) should be lower than those at the adjacent ones (pH ≅ 400 
11.5). 401 
In order to clarify this aspect, we performed time-lapse inversion of SIP data, following the 402 
Debye decomposition approach (eq. 4) on the A1 experiment, being the only one where 403 
polarization is visible. The observed SIP spectra are shown in Fig. 10 (amplitude) and Fig. 11 404 
(phase) for the four sample sections, together with the respective fitted spectra at last iteration 405 
of the inversion procedure. 406 
The amplitude spectra are nearly flat, as expected, while the phase spectra often present a single 407 
peak located at different frequencies as a function of sample position (section) and time. The 408 
results of SIP inversion are discussed in terms of integral parameters (Fig. 12) and RTDs at 409 
different time steps (Fig. 13). 410 
The resistivity curves (Fig. 12a) are comparable to the amplitude ones (Fig. 8a) and therefore 411 
the comments made above on Fig. 8a apply also for Fig. 12a. The median relaxation time (Fig. 412 
12b) remains almost constant around 5·10-2 s along the different sections of the sample, as 413 
expected being 50 linked to the textural proprieties of the sediment. The total chargeability 414 
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(Fig. 12c) reflects the resistivity trend: 𝑚𝑇𝑂𝑇 is higher at S1 then at S4. However, the 415 
normalized chargeability should be a straightforward indicator of the effective polarization of 416 
the medium, capable to discern surface physico-chemical processes from bulk conductivity 417 
(Lesmes and Frye, 2001). In fact, we can see that after 35 days 𝑚𝑇𝑂𝑇
𝑁  (Fig. 12d) is lower near 418 
the anode and higher elsewhere, reflecting the pH of the sediment at the end of the experiment. 419 
This confirms that polarization is stronger at high pH values.  420 
The RTDs recovered for the four sample sections (Fig. 13) is shifted toward the high 421 
frequencies (low ) at increasing time steps. This effect might be caused by an increase of water 422 
saturation observed at the end of experiment (around 15% higher than before treatment, Fig. 423 
6b), according to the results shown both by Ghorbani et al. (2009) and Jougnot et al. (2010). 424 
They related this effect to textural changes and/or polarization process associated with the 425 
bound water in the micropores. 426 
 427 
4. Discussion 428 
To our knowledge we presented the first application of time-lapse SIP method to monitor an 429 
EK remediation process. Although the electrical DC resistivity cannot be correlated directly 430 
with the percentage of metal extraction, it can be certainly a parameter of interest to understand 431 
the physical processes undergo within the electrokinetic cell, because it can be linked to changes 432 
in water saturation, pH and ionic concentration. However, the interpretation of the variation of 433 
resistivity in time may be not straightforward. This is mainly due to the highly variability of the 434 
electrical response due to different grain size distributions and conditioning agents. The three 435 
situations analysed (without conditioning, with conditioning only at the cathode or with 436 
conditioning at both ends) have revealed recognizable signatures of the EK process. More 437 
specifically, without using acids in the electrolyte compartments, the resistivity tends to 438 
increase drastically near the anode, leading to a dramatic reduction of the current flow within 439 
the sample. This peculiar behaviour is consistent with the model proposed by Kamran et al. 440 
(2012a) for the same electrolyte solutions and a similar sample geometry. They demonstrated 441 
that the acidic region near the anode is formed by an excess of positively charged H+ ions, 442 
which expels the also positively charged Na+ ions. On the other hand, the alkaline front due to 443 
the production of OH- ions proceeds faster toward the cathode. Therefore, the acidic and 444 
alkaline fronts collides approximately at one third of the sample length and the Na+ depletion 445 
front stagnates at this position. This collision results in a minimum of ions concentration, 446 
causing a decrease in the electrical conductivity at this position. In this case, the front position 447 
can be estimated being around 20-40% of the specimen length, that is the location of the 448 
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interface between high and low resistivity and pH values. A secondary negative effect is the 449 
formation of metal hydroxides and the delay in metal extraction driven be the formation of OH- 450 
ions at the cathode (e.g. Acar and Alshawabkeh, 1993). 451 
Our data further confirm that the electrokinetic process is not effective when using water as 452 
electrolyte solution. Nevertheless, this is the only case where EDL polarization is observed, 453 
likely because of the higher pH values. These results are consistent with those observed by Masi 454 
and Losito (2015). In fact, they found an increase in polarization (chargeability) only with water 455 
at both ends (EXP1), while the use of acids at the cathode does not change the mean polarization 456 
of the specimen with respect to the initial value. Since the same effect is observed for the 457 
experiments with conditioning agents at both anodic and cathodic ends, the SIP technique is 458 
not effective for monitoring the electrokinetic experiment under these conditions. 459 
Another important point, previously addressed by different researchers (e.g. Slater and Lesmes, 460 
2002; Titov et al., 2010) is the role of normalized chargeability for assessing the effective 461 
polarization of the medium. It is recognized that the integral chargeability alone is not a 462 
diagnostic parameters for surface conductivity phenomena occurring within the EDL (Lesmes 463 
and Frye 2001). However, when normalized with the resistivity, it can reflect the effective 464 
magnitude of the polarization of the complex conductivity response, that is a function of the 465 
specific surface area, the surface charge density, and the effective surface ionic mobility of the 466 
ions in the EDL (Lesmes and Frye, 2001). In particular, the strong dependence of the 467 
normalized chargeability on the pH observed for the A1 sample is in agreement with previous 468 
work (Lesmes and Frye, 2001). The magnitude of the zeta potential, and consequently the 469 
magnitude of polarization, decreases with decreasing pH values, because more protons are 470 
available to occupy the free negative sites at the mineral surface, thus decreasing the negative 471 
surface charge density (see Hördt et al., 2016 for a theoretical review). In light of this, the role 472 
of pH is pivotal for assessing the feasibility of monitoring the EK process through SIP 473 
measurements, because working with low pH levels leads to a poor capability for SIP 474 
diagnostics. According to Ghorbani et al. (2009) the effect of an increasing water content due 475 
to the electrolyte solutions is reflected both on lowering the relaxation times (see Jougnot et al., 476 
2010) and on increasing normalized chargeability (see Ulrich and Slater, 2004). They attributed 477 
the former effect to textural changes (more evident in desaturated samples as those investigated 478 
by the authors) and/or polarization process associated with the bound water in the micropores. 479 
The latter effect is visible also in our experiment (Fig. 12d), except for the S1 sections, where 480 
the acidification of the sample (pH drops to 7) plays a predominant role. 481 
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The peaks of the RTDs retrieved by the inversion of SIP using the Debye decomposition can 482 
be directly related to the spatial structure of the sediment, given the diffusion coefficient. Since 483 
the determination of the diffusion coefficient is not straightforward due to the multicomponent 484 
electrolyte, an estimation of the pore size distribution cannot be directly achieved. However, 485 
distinct diffusion coefficients produce distinct relaxation times (Revil and Florsch, 2010), that 486 
can be seen as multi-peaks in our RTDs or as a broader distribution of relaxations times (Figs. 487 
13). In fact, multicomponent electrolyte is responsible for broader dispersion of the 488 
electrochemical polarization in the frequency domain, since the different mobilities of the 489 
counterions located in the Stern layer result in different main relaxation time constants (Revil 490 
and Florsch, 2010). The precipitation of species occurring near the cathode due to the massive 491 
presence of OH- ions seems to reduce this effect, leading to a single-peak RTD in the S4 section 492 
(Fig. 13d). 493 
Although the phase cannot be used for monitoring an enhanced EK experiment with low pH 494 
levels, the resistivity seems to have a great diagnostic potential to monitor the effectiveness of 495 
the EK treatment, highlighting the following signatures: (1) an increase of resistivity near the 496 
anode at the beginning of the experiment could be mainly due to the Na+ ions depletion; (2) an 497 
increase of conductivity could be due to the introduction of large amounts of counter ions; (3) 498 
the plateau seen on the resistivity curves at the end of the experiment can indicate that the EK 499 
treatment is completed and that no more species can be mobilized, under the operating 500 
conditions used in this work. 501 
 502 
Conclusions 503 
The results of time-lapse SIP measurements for monitoring an electrokinetic remediation 504 
process, pointed out the diagnostic potential and limits of the electrical measurements for 505 
understanding the EK treatment. The resistivity can be a diagnostic parameter as long as it is 506 
linked to changes in water saturation and ionic concentration and not to the percentage of metal 507 
extraction. The resistivity exhibited well-defined signatures as a function of time, but it strongly 508 
depends on the different conditioning agents and grain size distributions. These peculiarities 509 
can be used to understand the physical processes occurring within the cell and consequently to 510 
assess the effectiveness of the electrokinetic treatment. 511 
Conversely, the polarization effect was negligible using acids as the conditioning agent at the 512 
electrolyte chamber. Therefore, the SIP method was not effective at low pH levels, being the 513 
polarization effect significant only when tap water was used at both ends of the electrokinetic 514 
cell. In this case, the inversion of SIP data allowed us: i) to obtain the RTDs that can be 515 
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correlated with grain size distributions through the diffusion coefficient, if available; ii) to 516 
correlate the changes in water saturation with the time-shift observed on RTDs, iii) to confirm 517 
through the analysis of the normalized chargeability that polarization is stronger at high pH 518 
values, and iv) to observe a broadening of the RTD due to a multicomponent electrolyte 519 
solution. Therefore, if any polarization effect is detectable, we can improve the level of 520 
knowledge of the physical processing undergoing within the cell, though correlation of the 521 
electrical parameters with physical and chemical ones. 522 
As far as field applications are concerned, the DC resistivity can represent a diagnostic 523 
parameter in order to monitor the development of the remediation, to optimise the energy levels 524 
required for treatment and to assess the end time of the EK process. The latter can be associated 525 
with the time step at which the electrical resistivity does no longer change in time. This value 526 
is highly dependent on the particular working conditions and sediment grain size as 527 
demonstrated by our experiments. However, when compared to field conditions, the assessment 528 
of the total time needed for remediation still represents a major issue that needs to be addressed 529 
by larger scale experiments.  530 
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List of captions 665 
Figure 1. Picture of the experimental apparatus. 666 
Figure 2. Experimental set-up of the electrokinetic treatment (all units are expressed in mm). 667 
C1 and C2 are current carrying electrodes, P1-P5 are potential electrodes and S1-S4 are the 668 
investigated sample sections. 669 
Figure 3. Particle size distribution for the analysed samples. 670 
Figure 4. SIP spectra for tap water at 20 °C. The effect of the EM coupling is significant from 671 
100 Hz. 672 
Figure 5. Effect of diffusion (absence of electric field) on amplitude and phase of complex 673 
resistivity on the “A” sediment. Mean values are plotted together with the respective 674 
experimental error bars. Maximum errors are 0.01% and 0.01 mrad for amplitude and phase 675 
datasets, respectively. 676 
Figure 6. pH (a) and water saturation (b) as a function of the distance to the anodic end for the 677 
six experiments, before and after the EK treatment. The subscript 0 (dashed lines) indicates the 678 
samples before treatment. 679 
Figure 7. Example of comparison between DC (a, c) and AC (b, d) measurements for the A2 680 
experiment. Mean values are plotted together with the respective experimental error bars. 681 
Figure 8. Mean amplitude values as a function of time for the six experiments: (a) A1, (b) A2, 682 
(c) A3, (d) B1, (e) C1 and (f) C2. Mean values are plotted together with the respective 683 
experimental error bars. 684 
Figure 9. Mean phase values as a function of time for the six experiments: (a) A1, (b) A2, (c) 685 
A3, (d) B1, (e) C1 and (f) C2. Mean values are plotted together with the respective experimental 686 
error bars. 687 
Figure 10. Observed (markers) and fitted using the Debye decomposition (lines) time-lapse 688 
amplitude spectra for the A1 experiment at different sections: S1 (a), S2 (b), S3 (c) and S4 (d). 689 
Figure 11. Observed (markers) and fitted using the Debye decomposition (lines) time-lapse 690 
phase spectra for the A1 experiment at different sections: S1 (a), S2 (b), S3 (c) and S4 (d). 691 
Figure 12. Integral parameters, obtained after inversion of SIP data, as a function of time for 692 
the four sections of the A1 experiment. (a) DC resistivity, (b) median relaxation time, (c) 693 
chargeability and (d) normalized chargeability.  694 
Figure 13. Relaxation Time Distribution (RTD) at different time steps for the four sections of 695 
the A1 experiment: S1 (a), S2 (b), S3 (c) and S4 (d). 696 
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